
SPECIFICATIONS
Application

A heavy duty fixture for landscape 
lighting and security

Rating

Up to 10.00m between posts

Housing

Heavy duty cast aluminium heads

Lamp

Heavy duty gear tray 
LED E27
Lamp holder
7w or 9w Vibe bulb
Voltage 240

Post

Standard
125NB pipe 4.5 wall
Steel

Tapered Bollard

Cast Aluminium Bollard
Powder Coat
Concrete filled - as tough as steel

Finish

Powder coat Dulux range

  Landscape Bollard Lighting BL 125

Specification Information

Select the appropriate

All dimensions are 
in millimeters

Price Excludes GST
Important: Ensure installation and maintenance are properly executed to obtain maximum 
performance, efficiency and durability from your Lighthouse product.

Disclaimer: While every care has been taken with the details on this specification sheet 
Lighthouse Bollards & Caps accepts no responsibility for any inaccuracies. Lighthouse Bollards 
& Caps also reserves the right to change these specifications without notice to always ensure 
that you are receiving a superior product.

BL 125/1

• 7w LED 
(replaces 50w 
incandescent)
• 9w LED 
(replaces 70w 
incandescent)

Finish

• Colour selection
• Dulux colour
  chart

Pipe

• Any length

OptionsStand Fix

BL 125/1
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